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Track mounting adapter provides for
easy installation to both Indy and Juno
track. Equipped with switch.

Medium base heavy duty porcelain
socket with spring loaded center con-
tact and nickel plated brass screw
shell.

Lamp ring, yoke, and socket cup:
Heavy gauge with white or black
baked enamel finish. Other colors
available; see accessories.

FRONT RELAMPABLE
OPEN BACK
TRACK FIXTURE

Fixture guaranteed to hold position
under normal use with specified
lamps.

Lamp yoke assembly has 355° rota-
tion and 90° tilt.

Fixture shown (134T) with PAR38
lamp (by others).

Fixtures are U.L. listed, CSA certified
and I.B.E.W. Union made.

ACCESSORIES & OPTIONS TO SPECIFY ADD TO CATALOG NUMBER

1030 LOUVER & HOLDER FOR 134T FGL FLAT GLASS LENS
1031 LOUVER & HOLDER FOR 133T S SURFACE MOUNT CANOPY WITH HARDWARE
1032 LOUVER & HOLDER FOR 132T P PINK COLOR FILTER
CBFL CROSS-BAFFLE R RED COLOR FILTER
1033 BARN DOORS FOR 134T MB MEDIUM BLUE COLOR FILTER
1034 BARN DOORS FOR 133T A AMBER COLOR FILTER
1035 BARN DOORS FOR 132T G GREEN COLOR FILTER
LVR LOUVER CTBS SPECIAL PAINT

CATALOG NUMBER FINISH
‘A’ ‘B’

WATTAGE & LAMPDIM. DIM.

134T-W WHITE
45-250W PAR385″ Dia. 5-3/4″

134T-B BLACK

133T-W WHITE
4-1/8″ Dia. 4-1/2″ 50-75W PAR30

133T-B BLACK

132T-W WHITE
2-7/8″ Dia. 4-1/4″ 55W PAR20

132T-B BLACK

F-38A

Type: Notes:

REAR PERSPECTIVE

134T
133T
132T


	type: SFB
	notes: 132T-B w/ 1032 LVR & HLDZ


